
40'-0" MINIMUM WIDTH

FORCE MAIN LOCATION

WIRE TEST STATION

ASPHALT PAVED ROAD

LIFT STATION SERVICE DRIVE

CONCRETE PAVED DRIVE 8"

THICK CONCRETE DRIVE 4,000

PSI CONCRETE WITH 2 MATS

OF 6 X 6 X 10/10 WELDED WIRE

FABRIC REINFORCEMENT.

PROVIDE 6" OF #53 CRUSHED

STONE SUB-BASE

TERMINATE SIDEWALK AT LIFT

STATION ACCESS DRIVE. PROVIDE

EXPANSION/CONTRACTION JOINT

BETWEEN SIDEWALK & DRIVE

5'-0" WIDE CONCRETE SIDEWALK

CONCRETE CURB

FORCE MAIN

APPROXIMATE LIFT

STATION LOCATION

ALTERNATIVE LIFT

STATION LOCATION
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30' 40' 30'

40'-0" ADDITIONAL

LIFT STATION EASEMENT

100'-0" LIFT STATION

EASEMENT WIDTH
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30'-0"± FUTURE WET WELL

TO EASEMENT LINE

30'-0" SEPARATION BETWEEN

PROPOSED AND FUTURE WET WELL

FUTURE WET WELL EASEMENT

APPROXIMATE DIMENSIONS 40' X 100'

ADJUST FOR SITE SPECIFIC CONDITIONS TO

ALLOW FOR FUTURE WET WELL CONSTRUCTION

SCALE: 1"=10'-0"

0 10' 20'

LIFT STATION SITE LAYOUT


